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CAMMICV Mini Microphone with Volume Adjustment 

 
 

Thank you for your purchase of the CAMMICV mini microphone with volume. This microphone is line level and ideal for use with 
surveillance cameras or recorders.  The volume adjustment is perfect for installations where feedback is a risk, or if there is a 
lot of background noise and you want the pickup to be closer to the microphone. 
 
FEATURES 

• Perfect companion product for any cameras needing an audio input source. 
• Open board design makes the microphone compact and potentially covert*. 
• High sensitivity microphone with 19.7” (500mm) power/audio cable. 
• 3.5mm connection for easy hookup to camera. 
• 12VDC power operation. (PSW5 power supply not included) 

 
*Please be aware of any local laws and regulations regarding audio recording 
 
Note:  It is recommended to install this microphone over 15’ away from the speaker to minimize the impact of potential 
feedback.    
     
 
 
SPECIFICATIONS 
ITEM NO. AA003PJA 
AUDIO OUTPUT Max 2 V p-p 
SENSITIVITY -66dB±3dB  
POWER SUPPLY DC 12 V (+ / - 0.5V) 
POWER CONSUMPTION  10 mA 
TEMPERATURE Operation: -10 to 45℃, Storage: -30 TO 60℃, Humidity: up to 95% 
DIMENSIONS       1*0.3*20.7” 
WEIGHT              0.1 lbs 

      
 
Speco Technologies is constantly developing and improving products.  
  
We reserve the right to modify product design and specifications without notice and without incurring any obligation. 
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